
 
 
 

d a s k v n a 
 

wylis standartuli qimiuri analizis Sedegebis mixedviT 
 

lab. ##108-109-110 

 
  hidrogeologiuri pirobebi: wyalSemcavi grunti ##1-2-3 WaburRilebis ubnebze 
                           h1=0.7 m,  h2=0.9 m da  h3=0.9 m  siRrmeebze warmodgenilia  
                           kenWnarovani gruntebiT. 
             

filtraciis koeficienti Kf>0,1 m/dR 

 
   saproeqto konstruqciis mokle daxasiaTeba: 
          dasaproeqtebeli konstruqcia rkina - betonis saZirkveli. 
 
        gamokvleuli wyali - garemo: 
     I. dasaproeqtebeli konstruqciis betonis mimarT: 

1. portlandcementis (10178-76 standarti), portlandcementis (10178-76 
standarti) klinkerSi CanarTebiT C3S araumetes 65%, C3A araumetes 7%,  
C3A + C4AF araumetes 22%, widaportlandcementis da agreTve sulfatmdgradi 
(22266-76 standarti) cementebis gamoyenebisas _  

            araagresiulia W4-W6-W8 wyalSeuRwevadobis markis betonebis mimarT. 
 

    II. armaturis mimarT: 

         a) ar aris agresiuli wylis garemoSi mudmivad yofnis dros; 
         b) sustad agresiulia wylis garemoSi periodulad yofnis dros. 
 
 

s n da w  2.03. II - 85 
,,samSeneblo nagebobaTa dacva koroziisagan” 

(cx. ##5, 6, 7) 

 
 
 

  
      31 marti, 2015 w.                   analizi Caatara                 n. surgulaZe 
 
                                  wamyvani inJiner geologi               d. axobaZe 
 


